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	Exchangeable RigoLimit V orifice order form

to subsequently adjust the vortex discharge
	Cat. No.:
	517.91.600
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	Order No.:

(specified by FRÄNKISCHE)
	
	Project No.:

(specified by FRÄNKISCHE)
	1-
	
	Date:
	     

	Shaft description:
	
	Number of identical shafts:
	  
	Page:
	  
	of:
	  

	Completed by:
	     
	Can be reached at this number:
	     

	Building project:

(Project address)
	     

	Orderer:
	     

	

	Shaft configuration:

	Note for inlet: Install inlet pipe DN 200 with a minimum length of 1m in a straight manner, that is without any bends and with only a slight slope (~ 5‰). For inlet pipes exceeding 1m, bends not exceeding an angle of 30° can be installed with a minimum distance of 
1 m from RigoLimit V. The pipe length and the bends will be taken into consideration in the hydraulic dimensioning of the throttle accordingly (dimensioning by FRÄNKISCHE).
	Note for outlet: Install the outlet pipe up to the next shaft in a nominal size of DN 250 and with a slight slope of ~ 5‰. Backups due to downstream obstacles or water levels must be excluded.

	
	Discharge control parameters

	
	Head:

Design water level in basin to pipe invert of inlet RigoLimit V

[m]

	Q Dr, max
Controlled maximum discharge at design water level
[l/s]


	Q Dr, Mittel
Arithmetic mean of the throttled discharge*)
[l/s]


	
Resulting 

Diameter
of the orifice *)

[mm]



	Length of 
inlet-pipe

[m]


	Bends
	
	
	
	

	
	15°
[pc(s).]


	22.5°
[pc(s).]


	30°
[pc(s).]


	
	
	
	

	     
	  
	  
	  
	     
	     
	     
	   

	
	
	

	*)  Specifications result from dimensioning of throttle element by FRÄNKISCHE
	Specified by FRÄNKISCHE

	
	
	

	 FORMCHECKBOX 

	Tool to (subsequently) insert the exchangeable orifice
	DO = 16mm; scope of delivery: attachment piece (L = 480 mm) + connecting rods (L = 4 x 1.5 m)
	Cat. no.:
	517.91.610 

	
	see product documentation “Guidelines for changing the orifice RigoLimit V” under: www.fraenkische.com

	
	
	
	
	
	

	
	
	
	
	
	

	Caption:
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	1) …
	Shaft cover with ventilation openings CW 610, class B (h= 125mm) or class D (h= 160mm), to be ordered / to be supplied on site, not included in the scope of delivery by FRÄNKISCHE
	

	
	
	

	2) …
	Support ring h= 100mm, to be ordered / to be supplied on site, 

not included in the scope of delivery by FRÄNKISCHE
	

	3) …
	Applies to infiltration systems without groundwater. For installation in systems with groundwater: HA  4,5m
	

	4) …
	DOM sealing ring and sediment trap recommended, to be ordered / to be supplied by FRÄNKISCHE (See accessories)
	

	5) …
	Extension pipe DN500 (1m, 2m, 3m, project-specific). 

Optional: emergency overflow from top of design water level
	

	HZ …
	Inlet height (effective height), pipe invert inlet up to top of cover 
	

	HA …
	Outlet height (effective height), pipe invert outlet up to top of cover
	

	
	
	
	
	
	
	
	
	

	Exchangeable orifice:
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	 …
	The resulting diameter of the orifice is specified by FRÄNKISCHE (min. 20 mm up to max. 250 mm).
	**) acc. to DIN EN 1852-1, DIN EN 12666-1, EN 1401-1

Note: The illustration of the throttle opening is for example purposes only. The actual throttle element may differ from the illustration.

	Additional comments:

	

	
	
	Orderer’s signature
	


FRÄNKISCHE ROHRWERKE Gebr. Kirchner GmbH & Co. KG   |   97486 Königsberg / Germany

Fax +49 (0) 9525 88-9290122   I   bestellformular-drainage@fraenkische.de   |   personal contacts:  www.fraenkische.com

